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The M80 suppressor system is made for .223/5.56 Nato caliber cartridges. 

The SAI M80 series has a quick lock that fits onto the standard NATO A2 flame suppressor. We call this 
lock the “lock and twist” system, devised from the mode of attachment. The SAI M80 suppressor has a 
symmetric cam lock system invented by SAI and a gas seal also invented by SAI. The two cams lock into 
the groves in the NATO flash suppressor and secures the suppressor in place. The gas seal seals off 
gasses from disturbing the shooter. 

Fitting the suppressor: 
Make sure that the cams is are the open position, slip the suppressor onto the 
A2 flash suppressor, then turn/”lock” the locking nut until the leaf spring 
engages and locks the nut in place. 
Then turn/”twist” the suppressors itself in the same direction, the suppressor 
will now be felt as completely firm onto and as a part of the rifle. 

Important features:
• Symmetrical locking system
• No alterations to the gun needed
• Quick mounting and dismounting
• Fits to Standard NATO A2 Flash Suppressor
• Completely removes excess gas from disturbing the 
shooter
• Maintenance free

Available Exclusively from Rampart. Contact 
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Removing the suppressor: 
Turn/”twist” the suppressor itself slightly in the opposite direction, the suppressor will now feel loose, 
then press the pin extending from the rear of the suppressor and turn the nut in the same opposite 
direction until the cams disengage, the suppressor can now be removed. 

Adjusting the gas seal: 
The gas seal may have to be adjusted when you fit the suppressor for the first time. Slip 
the suppressor onto the A2 flash suppressor, now screw/turn the suppressor towards 
the gun until you are able to lock the nut in place, then twist the suppressor itself 
clockwise until it feels firm and secure. 
Some marked flash suppressors are not completely in line with the bore and/or 
can have some deviations in measurements. Especially when you fit the 
suppressor for the first time, take care to make sure that the line of fire is 
unobstructed. 

General safety precautions: 
1. Always assume that your rifle is loaded until you have checked and established otherwise.
2. Always check that your rifle is unloaded before mounting or dismounting the silencer.
3. Ensure that no particles within the silencer will impede the progress of the bullet.
4. Ensure that the bullet has an unobstructed free flight inside the silencer.
5. When shooting, check on a regular basis that the silencer is still firmly fitted to the gun.
6. When cleaning the silencer, gloves should be used to protect against lead dust.
7. Always wear approved shooting glasses
8. Note, that a silencer fitted to a gun will increase pressure, as well as increased wear and tear of

mechanical gun parts.
9. Always make sure, that the silencer used is made for the caliber and ammunition used.
10. Use only new factory loaded ammunition in the exact caliber for your particular gun as well as for the

silencer
11. Always make sure your silencer is in perfect undamaged condition and not worn out.

Warrenty: 
All SAI silencers are warranted for the original owner to be free of manufacturing defects. Any manufacturing 
defects will be repaired or the silencer will be replaced at the discretion of SAI. We cannot warrant against 
damage caused by improper use and improper fitting of the silencer, ammunition that has not been factory 
loaded, old damaged and/or rusty/corroded ammunition or ammunition that does not chamber perfectly. This 
includes improper thread cutting and mounting of the silencer. This may result in internal and external damage 
and possible risk to the operator and bystanders. 
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